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GENERAL NOTES

1.

STANDARD SPECIFICATIONS

ALL MATERIALS AND CONSTRUCTION METHODS SHALL COMPLY WITH
THE REQUIREMENTS OF THE STATE OF CALIFORNIA DEPARTMENT OF

TRANSPORTATION (CALTRANS) STANDARD SPECIFICATIONS, 2022
EDITION, UNLESS OTHERWISE NOTED ON THESE PLANS.

PERMITS

THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL
REQUIRED CITY PERMITS.

TRAFFIC CONTROL AND PUBLIC SAFETY

THE CONTRACTOR SHALL PROVIDE ALL LIGHTS, SIGNS, BARRICADES,
FENCING, FLAGGING, AND OTHER DEVICES NECESSARY FOR TRAFFIC
CONTROL AND PUBLIC SAFETY.

EXISTING FACILITIES

EXISTING SITE IMPROVEMENTS TO REMAIN MAY INTERFERE WITH THE
WORK. THESE FACILITIES SHALL BE PROTECTED OR REMOVED AND

REPLACED WITH LIKE KIND AND QUALITY AT THE CONTRACTOR’S
EXPENSE.

SITE INFORMATION

THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING ALL ABOVE
GROUND AND UNDERGROUND FACILITIES WHICH MAY BE AFFECTED BY
HIS OPERATIONS. THE CONTRACTOR SHALL CONTACT OWNERS OF
THESE FACILITIES AND SHALL PROTECT FACILITIES AND MAINTAIN
SERVICE DURING CONSTRUCTION. THE CONTRACTOR SHALL CONTACT

UNDERGROUND SERVICE ALERT (USA) AT (800) 642—2444 AT LEAST
THREE WORKING DAYS PRIOR TO CONSTRUCTION.

DIMENSIONS AND LIMITS OF WORK SHOWN ON THE PLANS ARE
APPROXIMATE AND ARE SUBJECT TO CHANGE BASED ON CONDITIONS
ENCOUNTERED. CONTRACTOR SHALL VERIFY ALL EXISTING
DIMENSIONS AND SITE CONDITIONS PRIOR TO THE START OF
CONSTRUCTION. DISCREPANCIES BETWEEN ACTUAL CONDITIONS AND
THOSE SHOWN ON THE PLANS SHALL BE IMMEDIATELY BROUGHT TO
THE ATTENTION OF THE ENGINEER.

INSPECTIONS

ENGINEERING INSPECTIONS WILL BE CARRIED OUT BY HALEY &
ALDRICH (925) 935—-9771.THE CONTRACTOR SHALL COORDINATE WITH
THE ENGINEER AT LEAST THREE WORKING DAYS PRIOR TO ALL
REQUIRED INSPECTIONS.

ABBREVIATIONS

BKF BACKFILL

CL CENTERLINE

CP CONTROL POINT

EG EXISTING GRADE

EL ELEVATION

EMB EMBANKMENT

EP EDGE OF PAVEMENT
ESA ENVIRONMENTALLY SENSITIVE AREA
EXC EXCAVATION

FG FINISHED GRADE

FH FIRE HYDRANT

LOL LAYOUT LINE

P/L PROPERTY LINE

REF REFERENCE

RW RETAINING WALL
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BUCHANAN ROAD BETWEEN QUERCUS LN AND HEIGHTS AVE
PITTSBURG, CALIFORNIA

DESCRIPTION OF WORK

THE WORK SHALL CONSIST IN GENERAL OF PROVIDING ALL

MATERIAL, LABOR, AND EQUIPMENT NECESSARY TO
COMPLETE THE SLOPE REPAIR PROJECT. WORK SHALL

INCLUDE, BUT NOT BE LIMITED TO: MOBILIZATION, WATER

POLLUTION CONTROL, TRAFFIC CONTROL, CLEARING &
GRUBBING, EXCAVATION, SURFACE AND SUBSURFACE

DRAINAGE SYSTEMS, SEGMENTAL BLOCK RETAINING WALL,
GEOGRID REINFORCEMENT, COMPACTED FILL, BONDED FIBER

MATRIX, PLANTING AND EROSION CONTROL MAT.

CONTRACTOR LICENSE

THE CONTRACTOR SHALL POSSESS A VALID CLASS "A”
LICENSE AT THE TIME THE CONTRACT IS AWARDED.
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STANDARD PLANS

THE FOLLOWING CITY OF PITTSBURG STANDARD DETAILS,
2022 EDITION, APPLY:

A—1 ABBREVIATIONS & TERMS

A=2 DRAFTING SYMBOLS

R—7 UTILITY LAYOUT

G—1 GRADING NOTES

G-3 RETAINING WALL NOTES

T-10 TEMPORARY TRAFFIC CONTROL CHECKLIST

THE FOLLOWING CONTRA COSTA COUNTY STANDARD PLANS,

2014 EDITION APPLY:

CD29 TYPE "J” INLET

CD60 CONCRETE "V” DITCH

CEO1 TEMPORARY ESA SILT FENCE
CRST SIGNING & STRIPING STANDARDS

Walnut Creek, CA 94596

785 Ygnacio Valley Road
Phone: (925) 935-9771

ALDRICH

TITLE SHEET
2023 SLOPE FALURE REPAIR

) ity of Pilisburg

BUCHANAN RD (BETWEEN QUERCUS LN AND HEIGHTS AVE

PITTSBURG, CALIFORNIA

JOHN SAMUELSON. P.E., CITY ENGINEER. CE 67734
DATE: 1/9/2024

ACCEPTANCE OF THESE IMPROVEMENT PLANS BY THE CITY
ENGINEER SHALL NOT RELIEVE THE ENGINEER OF RECORD FOR
THE DESIGN NOR FROM ANY DEFICIENCIES RESULTING FROM
THE DESIGN THEREOF.

CITY ENGINEER SHALL SIGN ANY REVISION PRIOR OR DURING
CONSTRUCTION. A COPY OF THE REVISION SHALL BE
SUBMITTED TO THE CITY THROUGH ELECTRONIC OR HARD
COPY FORMAT,

A "RECORD DRAWING" SHALL BE SUBMITTED TO THE CITY
THROUGH ELECTRONIC OR HARD COPY PRIOR TO ACCEPTANCE
OF THE WORK AS COMPLETE.
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