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Public Works Department — Engineering Division

May 14, 2026
ADDENDUM NO. 3

ALL PROSPECTIVE BIDDERS are hereby notified that changes to the Bid documents for
Project 3024; Buchanan Road Slope Repair Project are to be made as described hereinafter.
It shall be the responsibility of the general contractor to inform any affected sub-bidder of the
content of this addendum.
The contract documents are modified/clarified as follows:
1) The plan set has been revised to include the following:
Revised Plan Sheet 5 and 6 (See Attachment A)
2) Specification Section 02 41 00 Demolition has been revised to include the following:
Removal of Water Line:
The pipe material at the bottom of the slope (Buchanan Road) is cast iron, and the top of
the slope is asbestos concrete (AC). The length of each pipe material is unknown. In the
event of encountering hazardous material during the removal process, refer to
Attachment B, highlighted in red text, section 3.6 for the proper disposal procedures.
Questions and Answers:
1) “Can the City provide pile tip elevations?”

A: The pile should be a minimum of 30 ft long.

2) “The plans do not show any reinforcing details for piles, how the specifications call out
for reinforcement?”

A: The CIDH concrete piles shall be reinforced with eight #8 vertical bars
and a #4 spiral at a 6-inch pitch. Steel reinforcement shall conform to
Caltrans standard specifications.

3) “Clarity is needed for concrete mix for piles.”

A: Concrete shall conform to the provisions on Caltrans and have a
minimum strength of 4000 psi.

BIDDERS MUST SIGN AND ATTACH one (1) copy of this addendum document to the proposal
as acknowledgment of receipt of these instructions and that said addendum was properly
evaluated in the proposal. All other items of work in the contract document remain unchanged.
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City of Pittsburg
Addendum No. 3

Project 3024, Buchanan Road Slope Repair Project pittsburgca.gov

ANY PROPOSAL NOT IN COMPLIANCE WITH THIS ADDENDUM MAY BE REJECTED.

Issued: 5/14/26 ) zw -lI['\C’.‘L-&. Va)
Gina Haynes ./
Assistant Director of Public Works - Engineering

ADDENDUM NO. 3, PROJECT 3024, Buchanan Road Slope Repair Project is hereby
acknowledged and was considered in this Project Proposal.

Bidder's Signature Date

Firm Name

Mailing Address

City/State/Zip+4
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City of Pittsburg, Contract No. 3024
ATTACHMENT A Buchanan Road Slope Repair Project

Attachment A
Revised Plan Sheet 5 and 6
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NOTES

MATERIAL

6.2" EF

BUCHANAN ROAD

ABANDONED WATER LINE

1. EXCAVATION CONFIGURATION SHOWN ON THE TYPICAL SECTION IS PRELIMINARY. FINAL
CONFIGURATION THAT KEYS INTO COMPETENT MATERIAL SHALL BE DETERMINED
DURING CONSTRUCTION BY THE ENGINEER.

2. FACE OF KEYWAY SHALL BE EMBEDDED 2.7° MINIMUM INTO COMPETENT MATERIAL ON
THE DOWNHILL SIDE AS DETERMINED BY THE ENGINEER.

5. BEFORE CONSTRUCTION, THE CONTRACTOR SHALL POTHOLE THE EXISTING GAS LINE

TO CONFIRM LOCATION. CONTRACTOR SHALL MAINTAIN 5.0° (ALL DIRECTIONS) OF
CLEARANCE BETWEEN THE GAS LINE AND THE EXCAVATIONS.

4. TO OBTAIN REQUIRED COMPACTION AT THE SLOPE FACE, EARTH FILL MATERIAL SHALL
BE PLACED AND COMPACTED A MINIMUM OF 12 INCHES BEYOND THE FINISHED GRADE
LINES SHOWN ON THE PLANS AND THE EXCESS FILL MATERIAL SHALL BE TRIMMED

BACK TO THE GRADES SHOWN (EXPOSING ALL LAYERS OF GEOGRID)

. SHOULD THE CONTRACTOR DESIRE TO INSTALL THE SHORING PILES IN DIFFERENT
LOCATIONS OTHER THAN WHAT ITS SHOWN ON THE PLANS, THEY SHALL DESIGN THE
PILES AND SUBMIT THE DESIGN TO THE ENGINEER FOR REVIEW. THE DESIGN SHALL

BE COMPLETED BY A CIVIL ENGINEER REGISTERED IN THE STATE OF CALIFORNIA. A
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UTILITY RELOCATIONS ARE NOT PART OF THE SCOPE SINCE ALL LINES HAVE BEEN RELOCATED AT THE RESPECTIVE AGENCY'S EXPENSE.


City of Pittsburg, Contract No. 3024
ATTACHMENT B Buchanan Road Slope Repair Project

Attachment B

Revised Specification Section 02 41 00
Demolition



Attachment B — Revised Specification Section 02 41 00 Demolition

36 REMOVAL OF EXISTING WATER AND SEWER-SERVICES

A The Contractor shall submit to the City for approval a detailed sequence and
method of work for staking, abandonment of existing sewer services, water
services, water meters, boxes, and cleanouts. The submittal shall include an
overview and general sequence of work; time and dates for each removal, and
method and procedure for each removal

The removal of the existing abandoned 8" water line may contain asbestos
concrete matenal. Contractor shall dispose of hazardous matenals as outhined in
section 3.7 E



